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Your individual EVO Agera access reader*
o da
Design your own EVO Agera Reader in the design of your company or
customer. The Datafox EVO Agera Access Reader is available in your own
colours and individual design. Even background photos are possible. Simply
use our design templates to create your design.
Please observe our design guidelines for the creation of your design and
the use of graphics and logos on page 5.
Template files:
Templates Datafox EVO Agera Access Reader blank
Zutritt gewdhrt
* Individualization of test equipment without buying as a demo unit
is excluded
www.datafox.de
www.datafox.d
Design examples for completely individual de-
sign of the Datafox EVO Agera Access Reader.
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The front glass of the EVO
Agera Access Reader can
be equipped with the il-
luminated area in portrait
format.
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Which areas are backlit?
The EVO Agera Access Reader features an area with backlighting for posi-
tioning your customer logo and RFID symbol - the so-called backlight area
(marked yellow). This area is especially suitable for your logo, symbols
and graphics. Backlighting provides excellent contact with the surrounding
colour.
If you would like your graphics/logos/symbols to be backlit, please place
them only within the given backlit area (marked yellow).
Please observe our design guidelines for the creation of your design and
the use of graphics and logos on page 5.
Template files:
Templates Datafox EVO Agera Access Reader blank
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Contact Datafox

Datafox GmbH

Dermbacher StralRe 12-14
D-36419 Geisa

Tel.: +49 (0)36967 / 595- 0
Fax: +49 (0)36967 / 595- 50

E-Mail: info@datafox.de

Questions about design and implementation of your layout:
Contact Person Ms. Werner and Ms. Thiel

Phone: +49 36967-595-41

Email: druckdesign@datafox.de

www.datafox.de
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